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GRETO
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Caratteristiche tessuti / Fabric features

Greto

Composizione/Composition

Greto Unito 529%CO-20%WO-18%PC-10%PA
Greto Pattern 45%C0O-23%WO-12%PA-20%PC

Martindale (resistenza all'‘abrasione/abrasion resistance)

35.000 cycles +/- 10% UNI EN ISO 12947-2:2000

Solidita allo sfregamento/Rub fastness

Dry 4-5 / Wet 2-3 (Black WET 2) UNI EN ISO 105-X12:1995

Pilling

Grade 4/5 (change at 5.000 turns) UNI EN ISO 12945-2:2002

Reazione al fuoco/Flame resistance

Golena

BS 5852:2006 CIGARETTE BS 5852:2006 MATCH CAL TB 117:2013

Composizione/Composition

Golena Unito 60%CO-35%CA-5%PA
Golena Pattern 50%CO-43%CA-7%PA

Martindale (resistenza all‘abrasione/abrasion resistance)

35.000 cycles +/- 10% UNI EN 1SO 12947-2:2002

Solidita allo sfregamento/Rub fastness

Dry 4-5 / Wet 2-3 (Black WET 2) UNI EN ISO 105-X12:1995

Pilling

Grade 3/4 [change at 5.000 turns) UNI EN ISO 12947-2:2000

Reazione al fuoco/Flame resistance

BS 5852:2006 CIGARETTE BS 5852-1 (1979) MATCH

CRIB 5: Timént is optionally available in the UNIQUE price category to include Billiani-supplied and fitted Crib 5 interliner

Modulo pattern tessuto/Fabric pattern scheme

Greto 30,5%34 cm

Billiani srl T. (+39) 0432 740180
Via della Roggia 28 F. (+39) 0432 755953
33044 Manzano - info@billiani.it

(UD) ltalia billiani.it

Golena 32,5%33 cm
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